
 

DESCRIPTION:   
Agriculture Pipe is a corrugated , 
single wall HDPE SN8 / Class 400 
Pipe, used to assist with 
drainage. It is available in three 
forms: Slotted, Unslotted and  
Socked. Composition—HDPE  
recycled & virgin.  
 
 
 

USES:   
Allows for light to medium 
drainage around gardens,  
retaining walls, underground 
trenches and places where 
moisture can cause  
problems. 

 
Tampala Pty. Ltd. trading as B.I.Y. Construction Supplies products are based on practical experience and their quality standards are warranted as specified.  As B.I.Y.  
Construction Supplies have no control over the purpose for which the products are used or their method of application, no warranty can be given as to the results obtained  
under varying conditions of usage. 
The performance of B.I.Y. Construction Supplies products is dependent on the strict adherence to the instructions issued and carried out by competent applicators.  

Tampala Pty Ltd trading as  

BIY Construction Supplies  

23-25 Clyde Street 

Wingfield  SA  5013  

Ph 08 8347 0444                                                                                           
Email sales@biy.com.au 

ABN 47 008 016 082 

SIZES: 
50mm x 10 metre 
50mm x 20 metre 
50mm x 50 metre 
50mm x 100 metre 
50mm x 200 metre 
65mm x 10 metre 
65mm x 20 metre 
65mm x 50 metre 
65mm x 100 metre 
65mm x 200 metre 
80mm x 20 metre 
80mm x 100 metre 
100mm x 10 metre 
100mm x 20 metre 
100mm x 50 metre 
100mm x 100 metre 
160mm x 25 metre 

AGRICULTURE  PIPE CLASS 400 

Joiner T Junction Y Junction End Cap Cross Redcuer 

65mm 65mm 65mm 65mm 65mm 65mm 

100mm 100mm 100mm 100mm 100mm 100-50mm 


